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BRICK WALL      BRICK WALL      

top view

LED down lighting
& uplighting

Scale: 1/2” = 1’

6”
 X

 6
” 

6” X 6” 

MOUNTING PLATE

MOUNTING PLATE

4” X 4” STEEL 
SUPPORTS WELDED

MOUNTING PLATE
FRONT VIEW DETAIL

MORTAR

BRICK

BRICK

**NOTE**
PENETRATIONS IN MORTAR ONLY

MOUNTING PLATE
SIDE VIEW DETAIL

WEDGE ANCHOR

4.5”  column projection

4”  pipe4”  pipe

4”  pipe4”  pipe

*NOTE*
Engineering for sign 

will be included 
 when  subm�tted to the city.

mounting plate

MANUFACTURE & INSTALL ONE (1) NON ILLUMINATED PROJECTION SIGN WITH EXTERNAL WHITE LED LIGHTING.
A

to
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26”

26”

5”

5”

6” 

1” 

1” 

3” 

3” 

3” 3” 

45
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4”

3”  

3”  

lighting 
projection 

side view 
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A
LL

LED LIGHTING
WHITE STRIP LED’S (SLOAN BRAND)

LED LIGHTING
WHITE STRIP LED’S (SLOAN BRAND)

LED LIGHTING
WHITE STRIP LED’S (SLOAN BRAND)

8 SQUARE FT. TOTAL

side view 

LETTERS & LOGO:
1/2” THICK ROUTED DIMENSIONAL 

LETTERS & LOGO
PAINTED RED

BACKGROUND:
ALUMINUM BACKGROUND

PAINTED BLACK

EXTERNAL LIGHTING:
DOWN & UP LIGHTING LED LIGHTBARS

SQUARE FOOTAGE:
8 SQ. FT PER FACE

SCALE: 1” = 1’

6.4” tall

6.4” tall

5.2” tall

6.4” tall

6.3” tall

Wedge Anchor  attachment
4” x 4” steel supports
sign construction
steel supports and returns
mounting plates with lags into brick wall

6” deep x 26” wide
lighting cut sheet

welded 3/4” square tube
aluminum supports

=

2700- 3000 kalvin temp
Warm White Grid LED’s

SIGN LED LIGHTS  
CUT SHEET ON PAGE #6 & #7

WARM WHITE LED  

WARM WHITE LED  
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MANUFACTURE & INSTALL ONE (1)
EXTERNALLY LED DOWN LIGHTED WALL SIGN

B

LED downlighting accents sample

Sign Face:
ACM sign face painted satin black
1” x 1” square tube frame behind sign  face for support
5’ horizontal LED outdoor linear sign light 3500 k down lighting white
graphics to be cut vinyl / or digital print

Sign Face:
ALUMINUM COMPOSITE 
MATERIAL
(ACM)  
3/16” THICK , BLACK
FLAT GERBER VINYL

PERFECT MATCH RED # 220-263 RED 

W
A

LL
W

A
LL

W
A

LL

LED Outdoor 
5 Feet 
Linear Sign Light 
3500K

MASONRY SCREWS

**NOTE**
PENETRATIONS IN MORTAR ONLY

8”

5”  

lighting 
projection 

side view 

side view 

W
A

LL

1” x 2” alum. tube frame 
cover with aluminum painted black

custom formed 
aluminum channel .090 thick

 LED strip attachment

satin black 

white LED’s and white 3/8” acrylic

COLOR  KEY

5’-0”

37
”

ve
rif

y
ve

rif
y

eq
ua

l

Scale: 1/2” = 1’

Previous

existing sign

future tenant

existing sign

#1

#2

#3

divide upper blank section 
into 3 tenant spaces
Bigger Burger to take 
the top two spaces

NOTE

BIGGER BURGER AREA
*VERIFY SIZE*

ADDITIONAL TENANT AREA

future tenant TBD

**NOTE**
PENETRATIONS IN MORTAR ONLY

7”

7.5”

6.5”

5” 
3” 

welded 3/4” square tube
aluminum supports

=

WARM WHITE LED  

SIGN LED LIGHTS  
CUT SHEET ON PAGE #6 & #7
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Scale:    1/4” = 1’

awning end view

REMOVE OLD AWNING FABRIC, REFURBISH FRAME & PAINT
RE STRETCH NEW VINYL AWNING COVERING OVER EXISTIING FRAME

C

12’ tall  x  18’ - 6” length  REVERSE “U” CHANNEL 12’ tall  x  13’ 12’ tall  x  13’

existing awning frame
paint burgundy to match 

new covering
six (6) 8’ wide down lighting lightbars

install INSIDE inner frame of awning
low pro�le lighting

Lightbar

cover ends with vinyl

**NOTE**
PENETRATIONS IN MORTAR ONLY

AWNING COLOR SAMPLE 
WILL BE PROVIDED FOR VIEWING
AT MEETING

Recover existing awning frame:
remove old fabric from awning frame, sand off rust and repaint frame black, 
stretch new awning covering with red vinyl laminate covering
Weblon vinyl covering Burgundy

6’ projection

6’ projection

Scale:    1/8” = 1’

54’ building length

18’ - 6”

6”

13’-0” 13’-0”

50’ long existing awning frame

10
’-0

”  
to

 g
ra

de
4’

-6
”

4’
-0

”

 5
’ -

 0
”

12’ tall  x  18’ - 6” length 12’ tall  x  13’ 12’ tall  x  13’

36’ tall  x  18’ - 6” length 36’ tall  x  13’ - 0” length 36’ tall  x  13’ - 0” length 

custom LED custom LED custom LED 
downlighting channel downlighting channel downlighting channel

Previous / Survey

12”

36”
D

C

**NOTE**
PENETRATIONS IN MORTAR ONLY

Sample Photo
Lightbar

8’ wide under canopy lightbars
sample image/photo of lightbars

NOTE**
Burgundy awning color to be on the 
outer & inner  portion of awning

AWNING FRONT VIEW
MADE TRANSPARENT 

FOR STRUCTURAL VIEW

8’-0”  LED lamps

55.5”

8’-0”  LED lamps 8’-0”  LED lamps 8’-0”  LED lamps 8’-0”  LED lamps 8’-0”  LED lamps

W
A

LL

side view 

3”

12
”

ADD CHANNEL WITH WHITE LED STRIP 
DOWN HALO LIGHTING 

D ALUMINUM REVERSE CHANNEL

HALO DOWN LIGHTING
WHITE LED STRIP

PAINT WALL BLACK

3’ X 13’ WALL AREA
TO BE PAINTED BLACK

3’ X 18’  - 6” WALL AREA
TO BE PAINTED BLACK

3’ X 13’ WALL AREA
TO BE PAINTED BLACK

attach light bars to 
awning frame with 

4 metal screws per light

attach light bars to 
aluminum reverse channel

with lags in mortar only
every 3’ on center

SIGN LED LIGHTS  
CUT SHEET ON PAGE #6 & #7

SIGN LED LIGHTS  
CUT SHEET ON PAGE #6 & #7
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More lighting performance
• Maximizes coverage through wide, uniform Lambertian

light distribution

• Extruded plastic design protects against moisture, dust and damage

• No decrease of light output in cold settings—as can happen
with fluorescent

• Can be used in -40ºC to 60ºC  (-40ºF to 140ºF)

• Comes in Regular and High Output

• 50,000-hour rated life

• Color Temperatures: 7100K, 5000K, 4000K, 3500K, 3000K, Red & Blue

• Sizes: 1ft (white only), 2ft, 4ft, 8ft

More savings on installation and operation
• Installation is fast and easy with mounting clips

• Integrated power supply eliminates separate drivers

• Easily daisy chain (jumper wire & end-to-end)

• Input Voltage: 120-277V

• Wet Rated

• IP66 Tested

Utility lighting for canopies, awnings
and drive-thrus
The Batten LED Luminaire delivers brilliant performance in tight, demanding situations where utilitarian 
light is required. The Batten is suitable for mounting in any ambient application space and its unique design 
makes it ideal to mount individually or run in a continuous row. We’ve improved run lengths in the all-new 
second generation – now up to 172 ft per leader cable!

Tip
• Identif y the second generation Batten by its removable yellow end cap

Batten LED Luminaire

LED LIGHTING SPEC / CUT SHEET

Components

Accessories
SKU Description Long Description Package Quantity

93113059 GERBL-02FP-10-LC72IN 6ft Leader Cable 1 Leader Cable per bag

93113060 GERBL-02MG-10-LC24IN 2ft Jumper Cable 1 Jumper Cable per bag

88818 Wet Clip-Std Standard Mounting Clip 12 clips per bag

10734 Wet Clip-Slim Slim Mounting Clip 12 clips per bag

93113061 Metal clip Metal Mounting Clips 12 clips per bag

Specification Item Specification

Packaging Qty 4 per box

Applications Canopies, awnings, drive-thrus 

Operating Environment -40 °C to +60 °C (-40 °F to +140 °F)

Voltage 120 - 277 VAC

Warranty Limited system warranty of up to five (5) years

System Certifications UL Classified #E320967, 24”, 48”, and 96” products are CSA sanitation certified

REGULAR OUTPUT

SKU Description Long Description

93024679 GEWM1235BAT 12" 3500K LED Fixtures

82349 GEWM2430BAT 24" 3000K LED Fixtures

93027304 GEWM2435BAT 24" 3500K LED Fixtures

82351 GEWM2440BAT 24" 4000K LED Fixtures

82355 GEWM2450BAT 24" 5000K LED Fixtures

82356 GEWM2471BAT 24" 7100K LED Fixtures

93116586 GEWM4830BAT-2 48" 3000K LED Fixtures

93116587 GEWM4835BAT-2 48" 3500K LED Fixtures

REGULAR OUTPUT

SKU Description Long Description

93116588 GEWM4840BAT-2 48" 4000K LED Fixtures

93116589 GEWM4850BAT-2 48" 5000K LED Fixtures

93116590 GEWM4871BAT-2 48" 7100K LED Fixtures

93116591 GEWM9630BAT-2 96" 3000K LED Fixtures

93116592 GEWM9640BAT-2 96" 4000K LED Fixtures

93116593 GEWM9650BAT-2 96" 5000K LED Fixtures

93116594 GEWM9671BAT-2 96" 7100K LED Fixtures

BLADE SIGN LIGHTS

WALL  SIGN LIGHT

UNDER AWNING DOWN LIGHTING
AND CHANNEL HALO LIGHTING

Canopy lighting systems

Visibly Better
 

Batten LED Luminaire
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Components

Technical Specifications

Specification Item
Color 

Temperature

Lumens Per 
Fixture
(Typical)

Input Current 
(AMPs/fixture)

@120V

Energy
Consumption
(System/Module)

Maximun
Run Length

@120V
Dimensions

Batten LED Luminaire 1ft 3500K 483 0.040 6.00 40ft/12 meters 12.6 x 1.31 x 1.84

Batten LED Luminaire 2ft

3000K 880

0.08 9.00 40ft/12 meters 24.7 x 1.31 x 1.84

3500K 894

4000K 925

5000K 965

7100K 1010

Batten LED Luminaire 4ft

3000K 1735

0.15 18.00 92ft/28 meters 46.7 x 1.31 x 1.84

3500K 1788

4000K 1825

5000K 1900

7100K 1990

Batten LED Luminaire 8ft

3000K 3420

0.30 36.00 88ft/27 meters 90.9 x 1.31 x 1.84
4000K 3595

5000K 3750

7100K 3925

Batten LED Luminaire 1ft-High Output 3500K 821 0.070 9.00 30ft/9 meters 12.6 x 1.31 x 1.84

Batten LED Luminaire 2ft-High Output

3000K 1425

0.135 16.00 30ft/9 meters 24.7 x 1.31 x 1.84
4000K 1500

5000K 1565

7100K 1635

Batten LED Luminaire 4ft-High Output

3000K 2825

0.24 32.00 56ft/17 meters 46.7 x 1.31 x 1.84

3500K 2897

4000K 2970

5000K 3100

7100K 3245

Batten LED Luminaire 8ft-High Output

3000K 5600

0.48 64.00 56ft/17 meters 90.9 x 1.31 x 1.8
4000K 5890

5000K 6140

7100K 6430

Batten LED Luminaire 2ft - HORed 625nm 349 0.065 8.00 56ft/17 meters 24.7 x 1.31 x 1.84

Batten LED Luminaire 4ft - HO Red 625nm 667 0.125 16.00 56ft/17 meters 46.7 x 1.31 x 1.84

Batten LED Luminaire 8ft - HO Red 625nm 1334 0.270 32.00 56ft/17 meters 90.9 x 1.31 x 1.84

Batten LED Luminaire 2ft - HO Blue 467nm 180 0.08 9.00 56ft/17 meters 24.7 x 1.31 x 1.84

Batten LED Luminaire 4ft - HO Blue 467nm 334 0.15 18.00 56ft/17 meters 46.7 x 1.31 x 1.84

Batten LED Luminaire 8ft - HO Blue 467nm 688 0.300 36.00 56ft/17 meters 90.9 x 1.31 x 1.84

HIGH OUTPUT

SKU Description Long Description

93024680 GEWH1235BAT 12" 3500K LED Fixtures-HO

82446 GEWH2430BAT 24" 3000K LED Fixtures- HO

82461 GEWH2440BAT 24" 4000K LED Fixtures- HO

82521 GEWH2450BAT 24" 5000K LED Fixtures-HO

82536 GEWH2471BAT 24" 7100K LED Fixtures-HO

93025127 GEWH24BLBAT 24" Blue HO LED Fixtures-HO 

93025123 GEWH24RDBAT 24" Red HO LED Fixtures-HO

93116595 GEWH4830BAT-2 48" 3000K LED Fixtures-HO

93116596 GEWH4835BAT-2 48" 3500K HO LED Fixtures-HO

93116597 GEWH4840BAT-2 48" 4000K LED Fixtures-HO

HIGH OUTPUT

SKU Description Long Description

93116598 GEWH4850BAT-2 48" 5000K LED Fixtures-HO

93116599 GEWH4871BAT-2 48" 7100K LED Fixtures-HO

93116600 GEWH48BLBAT-2 48" Blue HO LED Fixtures-HO 

93116601 GEWH48RDBAT-2 48" Red HO LED Fixtures-HO

93116602 GEWH9630BAT-2 96" 3000K LED Fixtures-HO

93116603 GEWH9640BAT-2 96" 4000K LED Fixtures-HO

93116604 GEWH9650BAT-2 96" 5000K LED Fixtures-HO

93116605 GEWH9671BAT-2 96" 7100K LED Fixtures-HO

93116606 GEWH96RDBAT-2 96" Red HO LED Fixtures-HO

93116607 GEWH96BLBAT-2 96" Blue HO LED Fixtures-HO

© 2021 Current Lighting Solutions, LLC. All rights reserved. GE and the GE monogram are trademarks 
of the General Electric Company and are used under license. Information provided is subject to change 
without notice. All values are design or typical values when measured under laboratory conditions.

www.gecurrent.com | SIGN261 (Rev 02/17/22)

LED LIGHTING SPEC / CUT SHEET
CONTINUED
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MANUFACTURE & INSTALL ONE (1)
INTERIOR NEON  WINDOW SIGN.

E

SCALE: 3/4” = 1’

NEON 

GLASS

APPLY TO 
CLEAR ACRYLIC BACKER
 3M RED OPAQUE VINYL

BEHIND NEON

ACRYLIC BACKER

ACRYLIC BACKER
CURVED 90  DEGREES 
TOP & BOTTOM

ELECTRICAL CORD 

SIDE VIEW

SUSPEND FROM 
WINDOW MULLION / CEILING

WITH CHAIN OR HIGH 
TENSION CABLE

TRANSFORMER

G
LA

SS
G

LA
SS

3’- 6”  clear acrylic

CLEAR ACRYLIC BACKING
3’-6” TALL X 3’-5” WIDE

5’
   

- 6
”  

W
IN

D
O

W
 H

EI
G

H
T 

 

8’   - 0”  WINDOW

8”

8”

8”3’
- 6

” b
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ck
 a
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EVENING

DAY

LED illuminated Push thru letters

PATIO 500 Awning Fabric527 BURGUNDY

858527

ACTUAL COLOR
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5’  5’  

ends ends

42” 42” 

9” 

9” 9” 

square weighted 
post stands

post stand every 5.75’ post stand every 5.75’

8’ entry opening

post stand every 5.75’ post stand every 5.75’post stand every 5.75’ post stand every 5.75’post stand every 5.75’ post stand every 5.75’

23’ railing 23’ railing

custom fabricated
Aluminum clamps to join railing at corners
1” x 1” aluminum square tube railing
painted black with 9” x 9” square weighted
post pads
NOTE**
railing to be attached to the bricknot 
building 

Aluminum clamps
joining  corners

railing sample photo

scale: 1/4” = 1’ scale: 1/4” = 1’

FABRICATE & INSTALL ONE (1)
ALUMINUM SIDEWALK RAILING

F
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88
’

5’

50’ awning length

5’ projectionawning projection main sign & railing6’

54’   business

107’   building length

PLOT PLAN DETAIL
Scale” 1/16” = 1’

S  Washington Street

2nd Ave

2nd Ave

PLOT PLAN

N

WALL SIGN B

AWNING

INTERIOR WINDOW NEON

RAILING

HALO DOWN LIGHTING 

C

E

F

D

PROJECTION SIGNA

2’x3’ tables chairs 8’ gate
opening

Bigger Burger
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